H 0 M E Category

CSJ'05 SERIES =

H 0 M E Category

CSW-112A/11OA

System Type Full range active speaker system System Type Active Subwoofer, Bass Reflex Type
Frequency Range(-10dB) *1 75Hz-18kHz Frequency Range(-10dB) 31Hz-200Hz
Power Consumption 40W+40W Power Consumption 300W
- ' Dimensions 247.5(W) x157(H) x188.6(D) (9.7"x 6.2"x 7.4") Dimensions 400(W) x 410(H) x 440(D) (15.7"x16.1"x 17.3")
/ Shipping Dimensions 310(W) x225(H) x 250(D) (12.2"x 8.86"x 9.84") Shipping Dimensions 470(W) x 485(H) x 505(D) (18.5"x 19.1"x 19.9")

Net Weight 19.6kg (43.2Ibs)

Shipping Weight 22.5kg(49.61bs)

Input Connectors RCA x1, XLR x1

Speaker Unit Woofer Unit: 308mm (12.1") Cone,65mm (2.6") Voice Coil x 1
Controls VOLUME CROSSOVER (40Hz-80Hz-200Hz)PHASE (0°-180°)
Indicator Power (ON:Green LED, During Startup: Red LED)

Input Voltage AC 110V-120V 60Hz, 220V-240V 50Hz

Enclosure Construction 15mm (0.6") MDF

Net Weight 3.0kg(6.61bs)

Shipping Weight 3.94kg(8.67Ibs)

Connectors Audio IN/JOUT(RCA) SPEAKER OUT(CSJ-05 ONLY)MIC IN(TS,UNBALANCED)
Speaker Unit Full range unit: 116mm (4.5") Cone25.5mm (1") Voice Coil x 1

Controls VOLUME STEREO/MONQO BALANCE MIC GAIN ECHO

Indicator Power ON(Green LED) Bluetooth ON(Blue LED)/TWS(Green LED)

Bluetooth Version 5.3 Range : Up to 9m (30ft)

Input Voltage 100-240V/50-60Hz

Enclosure Construction 5mm(0.196") ABS
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1. Compact design. Simple and elegant black acoustic mesh cover.
2.2 type of line-up, 12 inch and 1

1. 40w 4.5-inch Bluetooth speaker with Karaoke function.
2. TWS wireless link function provides more connection style,
fit for various scene.
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10 inch. Will be fit various scene.

CSJ-0515" CSW-110A1107]
System Type Full range speaker System Type Active Subwoofer, Bass Reflex Type
Frequency Range(-10dB) *1 62Hz-18kHz Frequency Range(-10dB) 33Hz-200Hz
Sound Pressure Level *2 82dB | Power Consumption 250W

Impedance 8Q BMB Dimensions 325(W) x 385(H) x 410(D) (12.8"x15.1"x16.1")

Power Capacity Continuous 60W, Program 120W Shipping Dimensions 395(W) x 460(H) x 475(D) (15.6"x18.1"x18.7")

Dimensions (HxXWxD) 241.5(W)x157(H) x 188.6(D) (9.7" x6.2"x 7.4") Net Weight 16.1kg (35.51bs)

Shipping Dimensions (HxWxD)  310(W) x 225(H) x 256(D) (12.2"x 8.86"x 9.84") Shipping Weight 18kg(39.7Ibs)

Net Weight 2.64kg (5.82lbs) Input Connectors RCA x1, XLR x1

Shipping Weight 3.34kg (7.36lIbs) Speaker Unit Woofer Unit:275mm (10.8"") Cone,50mm (2"") Voice Coil x 1
Input Connectors 12mm (spacing distance) terminal Controls VOLUME CROSSOVER (40Hz-80Hz-200Hz)

LF Unit 116mm(4.5") Cone, 25.5mm(1") Voice Coil x 1 Indicator PHASE (0°-180°)Power (ON:Green LED, During Startup: Red LED)
Enclosure Construction 5mm (0.196") ABS Input Voltage AC 110V-120V 60Hz, 220V-240V 50Hz

Enclosure Construction 15mm (0.6") MDF
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*1Full space (4n) conditions *2 Twim on-axis, swept-sine in anechoic environment




